
Quality Assurance for Radiology 
QC Kit Roland 4-S  |
incl. Spot-Luminance-Meter LXcan  



Measuring devices for QA tests at radiographic and fluorosco-
pic X-ray units according to IEC 61223-2/-9/-11 and DIN 6868-
3/-4 and at image display devices according to DIN V 6868-57, 
IEC 61223-2-5, AAPM TG18

The ideal measuring set for radiologists and hospitals with 
digital/conventional and/or fluoroscopic X-ray units technik
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www.iba-dosimetry.com | info@iba-dosimetry.com

Consisting of:

VD0203510		  - Test device Primus S
					       Dimensions: 200 mm x 200 mm x 18.5 mm
					       incl. 30 mm PMMA-attenuation plate with 1 mm copper
VD0201748		  - Dosimeter DOSIMAX plus I (basic unit)
VD0202850		  - Solid state detector RQA
VD0230409		  - Detailed check instructions fluoroscopy and
					       form according to DIN 6868-4, 2007 on CD
VD0225110		  - Carrying case RK-4S
VD0601405		  - QC Kit LXcan (Please see the brochure QC Kit LXcan for further details)
	
	 Optional: 	
VD0203300		  - DSA-Test device RöVi-8 incl. manual, carrying case
	
	 Accessories (not included in the price of the measuring set Roland 4-S):
VD0602960		  - Illuminance detector LX-LS for measurements of illuminance in lux (lx) 
					     - the ambiant light of image display devices
					     - at viewing boxes 
VD0610200		  - Tripod for measuring device LXcan, adjustable height 60 cm - 153 cm
VD0610210		  - High precision mini tripod for measuring device LXcan, 
					       adjustable height  24.5 cm - 36.5 cm (fits into the carrying case)
	
					     Software LUXOR Display Q


