
Blue PhantomCOMPACT

The 2D Water Phantom Solution for Relative Dosimetry

	_ �Streamline commissioning, acceptance testing, and routine QA

	_ Deliver accurate and consistent measurement results

	_ �Benefit from the proven quality and versatility of IBA Dosimetry water phantoms

Blue PhantomCOMPACT



Blue PhantomCOMPACT 

Scanning area in water: 478 x 410 mm (X/Z)

Speed (max.): 25 mm/s (scanning)

Position accuracy: ± 0.1 mm

Position reproducibility: ± 0.1 mm

Wall material: 15 mm PMMA

Water volume: 116 l (approx).

Outer dimensions: 645 x 407 x 550 mm (LxWxH)

Weight (with water): 36 kg (152 kg max.)

myQA CCU-X electrometer

Input: two independent reference class electrometers

Bias voltage: ±50V – ±500V

Leakage: <100 fA, typically < 40 fA

Ranges: 400 fA–600 pA, 6pA–60nA, 2.4nA–24μA

Resolution: 

■ 0.12 fA at 0.6 nA full scale

■ 12 fA at 60 nA full scale

■ 4.8 pA at 24 μA full scale

Time constant: 22 ms 

Ethernet cable and Wi-Fi

Accessories to complete your system:
	_ Rotation table for 3-dimensional measurements

	_ Stealth Chamber   reference signal chamber

	_ RAZOR Detector for Small Field Dosimetry

	_ Lift table and water reservoir

Fastest
	_ �Most efficient setup with 2 minute  

user-validated microleveling

	_ �Unique Adaptive Scan Optimization:  
full scanning speed & full accuracy

Most Accurate & Reliable
	_ �From the inventor and innovation  

leader of water phantoms

	_ �Achieve accuracy with absolute measurements  
through unique contactless sensors, scanning speed,  
and full accuracy

myQA Accept Software
	_ �Fully workflow guided: designed with service field 

experience to increase your scanning efficiency

	_ �Integrated beam data validation:  
supports efficient commissioning and annual QA

Unlimited Usability –  
Compact Footprint 
Leading Functionality
	_ �Entirely based on the proven Blue Phantom  

water phantom solution

	_ �For your fastest, most accurate, most reliable  
beam scanning!

Compact Design
	_ �2D high-end water phantom with smaller  

dimensions and minimized weight

	_ �Promotes easy transportation with more  
efficient use, e.g., for annual checks

	_ �Optimized for satellite hospitals and  
commissioning service providers

NOW AVAILABLE

myQA CCU-X
Next-generation scanning with 
built-in reference electrometer, 
fastest-in-class speed, and 
ultra-low noise for cleaner data.
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